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Rated Power

Cutln

Survival Wind Speed
IEC Turbine Class

Number of blades

Rotor Diameter

Swept Area

Blade Material

Rotor Position

Tip Speed Ratio

Rotor Speed at Rated Output
Over Speed Control(FURLING)
Yaw System

Generator

Generator Housing

AC/DC Converter
DC Input Voltage

Tower

ARRERRE

Proven Reliability and Precise Lighting Control

400W/500W/600W/1kW Wind Turbine Generator for Solar/Wind Hybrid Street Light

High Efficiency Permanent Magnhet Generator for Wind Turbine

Blade/Generator/Yaw/AD Converter/Hybrid Charger & Lighting Controller

GENERAL FEATURES

600W@12 m/s

25m/s

50 m/s without lowering
3

Rotor Blade

3

1.75m

24

Fiber glass reinforced epoxy
Upwind

55

800 rpm

Offset / mechanical tail
Passive regulation by tail fin
3 f Permanent Magnet generator
Aluminum Alloy

CONTROLLER / INVERTER

Thrust Curve

12V or 24V Battery charge,

0~50Vdc or other as specified by customer
Tower

6~8 m

Power [W]
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SOLARiInverter,

MODEL

Rated Power

Phase

Frequency

Voltage

Type

Control

Operating Voltage
Rated DC Current
AC Current Distortion
Power Factor
Efficency

Overload Capability
Method of Cooling
Display

Interface

Protection

Operating Temperature
Normal Temperature

Humidity

3KW

BITFREE - 300

3Kw

Single
60Hz / 50Hz (+-0.5Hz)
AC 220V (+10%/-12%)

Boost(non isolated)

150 - 500V DC
20A

Total less than 3%

100%
Air cooling

Character LCD & Keys

RS-232C / 485, LAN(Option)

BITFREE-500 BITFREE-10K BITFREE-100K

5Kw 10Kw 100Kw
3
60Hz / 50Hz (+-0.5Hz)
AC220V / AC 380V / 480V (+10%/-12%)
Isolated(Transformer Type)
MPPT(Maximun Power Point Tracking)
200V ~ 600V DC
25A 50A 358A
Total less than 3% :
More than 0.95
95%(Rated Power)
110%
Forced air cooling
TFT LCD + TOUCH SCREEN

RS-232C / 422, LAN(Option)

Over/Under Voltage(DC/AC), Frequency(AC), Auto Shut down/ restart,
Phase shift detection and active - Islanding, below 0.5 sec, Over load, Over Heat

-10~50C
-20~60C
0- 95%(Non-Condensing)

SOLAR Inverter

3.6KW

10KW 100KW
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Solar-Powered Battery Charger/Stabilizer for Lead-Acid Battery Application System
: Prevents dead batteries by keeping batteries in full-charge and like-new condition all the
time and increases battery life span up to three times longer by removing the lead-sulfate
deposits on the battery plates.

Battery Stabi]izer
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eFree System

Sungseo Technopolis Daegu Technopark
711 Venture Bldg., #322, #324,
Hosan-dong, Dalseo-gu, Daegu, Korea
Tel. : +82-53-588-9855~6
Fax. : +82-53-588-9857
Website : www.efreesys.com
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Website | www_ efreesys.com
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